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1:30SCALE:DETAIL NUMBER:

TITLE:

TRS 7
MIN. ROOF PITCH 3°

NOTCHED TURN-
DOWN OVER TRS 7.

5MM MAX. GAP
BETWEEN PAN AND
EDGE OF FLASHING

A

LOW, MEDIUM OR HIGH WIND ZONE.

VERY HIGH OR EXTRA WIND ZONE.

150MM

200MM

A

NOTE:
A) SUITABLE FOR PENERTATIONS UP TO 1200MM WIDE
B) SUITABLE ONLY FOR ROOF PITCHES OF 10° OR HIGHER

12M

CATCHMENT WIDTH MAX ROOF LENGTH
ABOVE PENETRATION

0-400MM

8M400-600MM

6M600-800MM

4M800-1200MM

ROOF FIXING

TOP RIDGE

FLOW OR CRICKET
FLASHING

COVER FLASHING

HEM TO EDGE

SEAL AND FASTEN

BACK FLASHING

NTS

David Liu
• These details are generally in accordance with E2/AS1 and or the NZ metal roof & wall caldding code of practice.  
• The building designer/ Architect is ultimately responsible for details to meet the NZ Building Code & E2/AS1. 
• For Further information please contact your nearest roofing store www.theroofingstore.co.nz. �
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